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INSTALL LAMP

NOTE: Socket manufactures have suggested
that socket may fail after 3 to 6 relampings.
If this occurs socket can be replaced by _ R
~ disconnecting male connectors (attached to @ = = — —2xXXX&
socket leads) from female connectors

INSULATING SLEEVING MALE CONNECTORS

(Attached to Socket Wires)

(attached to fixture leads) and l:eﬂl__a_:lnﬂ it _ X
:v::h F;‘:;cln'cket _proeured throug ghtolier, ( f&%ﬁgﬁ%ﬂﬁ?&ﬁ) MR16 SOCK_ET.
6. Remove LAMP RING from LAMP / YOKE FIG. |

HOLDER by pulling straight down (Fig. J).
T A (D, e AT, SN
until face of lamp sits firmly on
GUARD (Fig. K. y A oLoeR "
8. Attach SOCKET to bi- pln prongs on LAMP
(Fig. K).
9. Insert LAMP RING with LAMP and GLASS

LAMP GUARD attached back into LAMP / YOKE
HOLDER (Fig. L).

VERTICAL / ANGLE ADJUSTMENT AND LOCK (Fig. L)

10. Insert a screwdriver into the LOCKING GUIDE
on the LAMP YOKE HOLDER and locate the GLASS LAMP
slot in the VERTICAL ADJUST / LOCK SCREW. GUARD
Turn the SCREW counterclockwise, and using -
the screwdriver as a lever, tilt the entire
LAMP / YOKE HOLDER to the desired angle.
Once the desired angle is reached, tighten
screw by turning screwdriver clockwise.

HORIZONTAL ADJUST AND LOCK

11. The entire LAMP / YOKE HOLDER can be
horizontally rotated to aim the angle of light as LAMP
it leaves the hole in the APERTURE TRIM. This SPRING”
can be done by backing off the HORIZONTAL
ADJUST / LOCK SCR not shown) one full
turn, freeing the SUPPORT PLATE (Fig. L).
Grasgmg the YOKES on either side o the

OKE HOLDER, ROTATE THE SUPPORT
PLATE to the desired angle and lock the
position by tightening the HORIZONTAL
ADJUST / LOCK SCR

RELAMPING: The locking mechanisms designed FIG. K
within this fixture allow relamping without
g%ving to readjust and relock. Following Steps

~~—— LAMP
SPRING

LAMP
RING -

SOCKET

WARNING: 1. LAMP MANUFACTURES REQUIRE THE GLASS
LAMP GUARD BE IN PLACE BEFORE ENERGIZING LAMP,
AND THAT GREAT CARE MUST BE TAKEN THAT LAMP IS
FULLY COOLED BEFORE RELAMPING. AVOID FINGER MARKS
ON INSIDE OF LAMP FOR THEY MAY CAUSE SHORT LAMP
LIFE AND POSSIBLE BREAKAGE. ' '
2. USE ONLY REFLECTOR TRIMS PFIOVIDED BY LIGHTOLIER
INC. USE OF OTHER MANUFACTURER'S REFLECTOR TRIMS
VOIDS THE UNDERWRITERS LABORATORIES LISTING AND
COULD CONSTITUTE A FIRE HAZARD.

NOTE: 1. LOW VOLTAGE FIXTURES should be dimmed only :
with speclal dimmers intended for that purpose. Use LANESUARD
Lightolier Lytemode, Scenist, Crescendo VA, Netpune VA,

Precision VA, Easyset VA, Sunrise VA, Radlant VA or
equivalent products by others or variable auto-transformers
or electronic dimmers Intended for use with low voltage

“fixtures. 2. Low voltage fixtures may produce audible sound

- when used with dimmers which may be objectional in

acoustically critical areas.
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